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(57) Abstract: A clockwork item has a frame (3) within which a watch container (7, 8, 9) is reversibly mounted. The watch container 
0 (7, 8, 9) can rotate inside the frame (3) about a given axis (22) which extends through the side (24) of the watch container (7, 8, 9) 
^ and the inner sidewall (25) of the frame (3). In order to reduce the gap between the frame (3) and the watch container (7 8 9) the 

Oside (24) of the watch container (7, 8, 9) and the inner sidewall (25) of the frame (3) substantially form part of the same surface of 
revolution about the given ^xis (22). 
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(57) Abrege : La piece d'horlogerie comprend un cadre-chassis (3) dans lequel est montee de facon reversible urie boTte de montre 
(7, 8, 9). La boite de montre (7, 8, 9) est mobile en rotation dans le cadre-chassis (3) autour d'un axe determine* (22) traversal le flanc 
(24) de la boite de montre (7, 8, 9) et le flanc interne (25) du cadre-chassis (3). Arm de reduire le jour entre le cadre-chassis C3) et la 
boite de montre (7, 8, 9), le flanc (24) de la boite de montre (7, 8, 9) et le flanc interne (25) du cadre-chassis (3) sont senrifolement 
des portions d'une meme surface de revolution autour de l'axe determine (22). 



